
GM Headlight Switch Connections

COUPE-23B POWER CENTER

Switch has a brass jumper strap
between these two terminals.
This jumper feeds Tail Light power
to the Dash Light circuit.

+12v Headlight Switch power feed (fused at 15 amps)

Details for Front Parking Lights that turn Off with Headlights

HEADLIGHT SWITCH

Dimmer output to Dash Lights

To Dome Light Circuit

(See complete System Diagram)

Tail Light Switch out

12v feed for Tail
Light Switch

Headlight Switch out

12v feed for
Headlight Switch

12v feed for
Dash Light Rheostat

Rheostat output
to Dash Lights

Dome Light Switch input
(connects to ground with switch on)

TERMINAL IDENTIFICATION

STEEL
CHASSIS

Switch housing must
be grounded in order for
Dome Light Switch to operate
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(*** This diagram applies to Coupe-23B Kits only ***)

#18

#16
To Rear Tail Lights

#18
To Front Parking Lights
(See Note below)
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From Headlight Dimmer Switch
(used to trigger headlight relays
on the Power Center)

Used only for Front Parking Lights
that turn Off with headlights On
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Power feed
to Headlight
Dimmer Switch

!
NOTE: If you use the Front Parking Light output of the Headlight Switch,
the front parking lights will turn OFF when the headlights are turned ON.
If you want the front parking lights to remain ON with headlights,
connection will be different, see separate diagram.
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